COMPLETE  SPECIFICATIONS.
TIMBER.
115.    The  timber  shall  be  strictly  first-class spruce, white pine, Douglas fir, Southern yellow pine, or white oak bridge timber; sawed true and out of wind, full size, free from wind shakes,  large or loose knots, decayed or sapwood, wormholes or other defects impairing its strength or durability.
PAINTING.
116.    All iron work before leaving the shop shall be thoroughly cleaned from all loose scale and rust, and be given one good coating of pure boiled linseed oil, well worked into all joints and open spaces.
1 1 7. In riveted work, the surfaces coming in contact shall each be painted before being riveted together.
118.    Pieces which are not accessible for painting after erection shall have two coats of paint.
119.    The paint shall be of good quality of oxide of iron paint, mixed with pure linseed oil, or such as may be specified in contract.
T20. After the structure is erected, the imn work shall be thoroughly and evenly painted with two additional coats of paint, mixed with pure lin-seed oil, of such quality and color as may he selected.
121.    Pins, pin holes, screw threads and other finished surfaces shall he coated with white lead and tallow before being shipped from the shop,
INSPECTION.
122.    All   facilities   for  inspection   of  material and workmanship shall he furnished by the contractor to competent inspectors, and the engineer and hin inspectors shall be allowed fret* access to any part uf the works in which any portion of the,* material is made.
123.    The   contractor   shall    furnish,    without charge, such  specimens  (prepared)   nf  the several kinds of material to be used as may be required to determine their character.